Cineperm features an economical fixed frame screen designed to be wall-mounted, suspended from a ceiling, or flown. The value of a fixed screen is the method used to attach the viewing surface to the frame. This flexible screen snaps onto the perimeter frame easily and quickly without tools to create a perfectly flat viewing surface for better image quality. A black vinyl border provides a contemporary, theater-like appearance for Draper’s most economical fixed frame projection screen.

**FEATURES**
- Available in larger sizes with a truss-style square tubular aluminum welded perimeter frame. Reinforced in a 6'' wide double truss with a 6'' vinyl border.
- Fixed screen designed to be wall-mounted or flown. Mounting fasteners not included.
- Tubular aluminum frame finished in silver (standard).
- Snap-on viewing surface has 2'' (5 cm) black vinyl borders.
- WARRANTY: One year against defects in materials and workmanship.

**OPTIONS**
- Optional black finish is available.
- **Viewing Surfaces:** OptiFlex™ (tensioned)
  - CineFlex™ (rear projection) and ClearSound™ (acoustically transparent) families.

**SIZES**
- **Maximum image width** up to 108'' high x 192'' wide (274 cm x 488 cm).
- **Maximum image width for Truss Cineperm** up to 25' (762 cm) wide.
  - 16:10 FORMAT: from 67'' (170 cm) to 165'' (419 cm) diagonal.
  - 16:9 FORMAT: from 65'' (165 cm) to 220'' (559 cm) diagonal.
  - 4:3 NTSC/PAL FORMAT: from 72'' (183 cm) to 300'' (762 cm) diagonal.
  - 2.35:1 FORMAT: from 115'' (292 cm) to 166'' (422 cm) diagonal.
- Custom sizes available. For larger sizes see the Truss-Style Cinefold

**SUPPORTING DOCUMENTS**
All instructions, technical drawings and other supporting documents are located at: draperinc.com/documents.aspx

For more information on this product visit: draperinc.com/projectionscreens/fixedscreens.aspx