Fixed frame projection screens are engineered for easy assembly and to provide a perfectly flat, taut viewing surface.

**FEATURES**

- Fixed frame screen, can be wall-mounted or flown. Mounting fasteners not included.
- Screen is sleeker than a flat panel with less than 2" (5 cm) in depth and includes a borderless option or 5/8" (16 mm) bezel frame.
- Frame equipped with mounting flanges that match wall brackets.
- Includes sliding hook and loop system for easy assembly of the viewing surface.
- Product is lightweight and ships unassembled.
- WARRANTY: One year against defects in materials and workmanship.

**OPTIONS**

- Zero edge (borderless) frame system.
- LED backlighting (bias lighting) available.
- Viewing Surfaces: TecVision®, OptiFlex™ (tensioned) and ClearSound™ (acoustically transparent) families.

**SIZES**

- Maximum image width up to 360" (914 cm) wide.
- 16:10 FORMAT: 94" (239 cm) to 283" (718 cm) diagonal.
- 16:9 HDTV FORMAT: from 92" (234 cm) to 275" (698 cm) diagonal.
- 2:35:1 CINEMASCOPE FORMAT: from 115" (292 cm) to 248" (630 cm) diagonal.
- Custom sizes available.

**SUPPORTING DOCUMENTS**

All instructions, technical drawings and other supporting documents are located at: draperinc.com/documents.aspx

For more information on this product visit: draperinc.com/projectionscreens/fixedscreens.aspx